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1. Power LED indicator and remote receiving window.
2. Rocker button combination key:

Power on or standby with OK rocker:

@®. When Plugged power cord into the electrical
socket, you can press OK rocker to turn on the
TV.

@®. In power on state, long press OK rocker 2
seconds to display the function menu, then
move rocker Left/Right to select STANDBY and
press OK rocker to switch to standby mode.

After turn on the TV, Press OK Rocker:

@®. In non-OSD menu operation, long press OK
rocker 2 seconds to display the function menu
which includes 9 sorts. During the menu
operation, press OK rocker to confirm the
operation and the function is the same as [OK]
key on the remote control.

@. In non-OSD menu operation, press OK key to
display input source and the function is the
same as [SOURCE] key on the remote control.

Move rocker Left/Right:

@®. In non-OSD menu operation, move rocker
Left/Right to decrease/increase the volume, the
function is the same as [VOL-]/[VOL+] key on
the remote control.

@. In OSD menu operation, move rocker Left/Right
to adjust the analog value of selected item, the
function is the same as [4]/[P>] key on the
remote control.

Move rocker Up/Down:

@®. In non-OSD menu operation, move rocker
Up/Down to select the channel, the function is
the same as [CH+]/[CH-] key on the remote
control.

®. In OSD menu operation, move rocker Up/Down
to select the adjustment items, the function is
the same as [A]/[V¥] key on the remote control.

Note: Different models may have different
appearances; please refer to the actual device.



Keys of the Remote Control
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Note: The appearance of the remote control may
be different from this diagram; please refer to the real

object as standard.
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Keys Function
Power(®h) Switch between working and
standby status.
16:9 Switch the display mode.
MUTE(gK ) Turn on/off the sound.
Number keys(0~9) | Enter numbers or select channel.
List((E @) View program list.
cO Return to last watching channel.
Select the signal source.
SOURCE (only in TV mode)
MENU Show the OSD menu.
Cursor keys Select items or adjust values.
(A V., 4»)
OK Confirm the operation.
VOL+/-(+ <a—=) |Turn up/down the volume.
Return( ) Return to previous page.
EXIT Exit the current interface
CH+/-(A P wv) Change program channel.
Show the information of the TV
INFO
program.
SUBTITLE Select subtitle language.
AUDIO Select audio language.
AD Turn on/off the associated audio.
TTX Open teletext mode.
REC Record programme.
T-Shift Time shift in DTV mode.
Displays the hidden text in
REVEAL(EPG) teletext mode.(Electronic channel
instructions.)
Displays the index page in
INDEX(P1I) teletext mode.(Play/pause
function in multimedia)
Adjust the teletext size.
Zo0oM(m) (Stop function in multimedia)
Hold the displays at the current
HOLD(<q) page.(Last file in multimedia).
Change teletext language.
LANGUAGE(»>) (Next file in multimedia).
Red key
Green key Special function key
Yellow key
Blue key




Precautions for using the remote control

® The remote control should be pointed at the
remote control sensor during operation. An
object placed between the remote control and
the remote control sensor may impede normal
operation.

@ The remote control should be prevented from
strenuous vibration. Besides, please do not set
or place the remote control under direct
sunshine, as heating power may result in
deformation of the remote control.

@ Remote control failure may occur when the
remote control sensor of the main unit is under
direct sunshine or strong lighting; in this case,
please change the angle of lighting or this TV
set, or operate the remote control near the
remote control sensor.

® Low battery will influence the remote control
distance, in which case, the battery should be

replaced with a new one. If the remote control is

going to be idle for a long time or the battery
runs out, please take the battery out to prevent
the remote control from being corroded by

battery leakage which may result in damage and

failure of the remote control.

@ Please do not use batteries of different types. It
is not allowed to use old and new batteries
together; the batteries should be replaced in
pair.

@ Please do not throw the batteries into fire or
charge or decompose the batteries; do not
charge, short-circuit, disassemble/assemble,
heat or burn used batteries. Please dispose the
waste batteries pursuant to relevant regulations
on environmental protection.
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Basic Operations

Remark:

1. The keys operation refers to remote control
operation, for panel control keys operation
please refer to "Panel Control Keys" operation
explanation.

2. Menu Operation Instruction in this manual is
explained according to TV mode. The operations
in other modes are similar to the one in TV
mode, and users can take it as reference.

. Before power-on platform, please make sure that
the power supply is stable.

w

Turning on/Standby

Plug power cord into the electrical socket, then
press [(h] key to turn on the TV. The screen displays
"Welcome" menu. Select Next and press [OK] key to
confirm. Then you can set Language and Internet
according to your needs. Finally, select Finish and
press [OK] key to close the wizard. Press [4]/[P>] key
to select Antenna Type, then select Next and press
[OK] key to into next step. (you can also select Skip
and press [OK] key to skip.)

In display showing interface, Press [€]/[P>] key to
select Search Type which you wish, then press [¥]
key and you can select country where you are by
pressing [A)/[Y)/[4]/[>] key, then press [OK] key to
confirm(If you select France, you need to set a new
password. The initial password is 0000). Next, select
Start Scan and press [OK] key, then the machine start
auto search channel. (If Antenna Type is DVB-C, after
selecting Start Scan, you have to press [4]/[P>] key to
select Search Type which include Full and Network.
When you set Search Type as Network, press [A]/
[Y]/[4)/[»™] key to set Frequency(MHZ), Network ID,
Modulation, Symbol Rate. After selecting Start Scan,
press [OK] key to confirm, the machine start scan.)

In power on state, press [()] key to switch to
standby mode.

% Special Tips: This device adopts energy saving
technology. If there is no signal input in power on
state, it will enter standby state automatically in five
minutes; The device will enter standby state
automatically at specified sleep time;



Signal source selection

You can connect various devices to the TV set and
view high quality images. If the video device has
HDMI, AV and other video output ports. You can select
one of them and connect to corresponding input ports
of the TV set. After connected, turning on the device
and press [SOURCE] key, then menu of signal source
will be displayed on the screen. Press the [A)/
[Y1/[4])/[»] key to select the input signal, and press
[OK] key to confirm .

Menu operation description

Press [MENU] key to show the main menu on the
screen:

1. Press [A]/[V¥] key to select a menu from
Picture, Sound, Channel, Setting, Parental
Control. Then press [OK] key to enter the
selected menu.

Press [A)/[¥] key to select an item in the menu.
Press [OK] key to enter the submenu.

Press [4]/[»] key to adjust the value or setting.

When the main menu shows on the screen,

press [ D}J/[MENU] key to exit the main menu;

Press [D]/[MENU] key to return to previous

menu when the TV display the submenu.

. During menu operation, the icons of invalid
options will change into grey.

Note: The default password for the lock system is
0000.
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Program scanning

Tune the programs before watching the TV for the
first time. Before scanning, please make sure that the
antenna has been connected properly and select
Antenna Type which want to choose. The following
example channel searching Antenna Type is
under DVB-T.

Auto Tuning

Press [MENU] key, and select Channel > Auto
Tuning, then press [OK] key. Next, press [4]/[P>] key
to select Search Type: ATV+DTV, ATV, DTV. Press
[¥] key, then you can select country where you are by
pressing [A)/ [Y]/[€4]/[»] key and press [OK] key to
confirm(If you select France, you must enter the
password). The machine start auto tuning after
selecting Start Scan. During auto tuning, the screen
displays "Are you sure to exit DTV Tuning?" by
pressing [MENU] key. Select YES and press [OK] key
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to confirm, then the machine start auto search ATV
channel, or select NO and press [OK] key to cancel.
During auto tuning ATV channel, the screen display
"Are you sure to exit ATV Tuning?" by pressing
[MENU] key. Select YES and press [OK] key to
confirm, or select NO and press [OK] key to cancel.

DTV Manual Tuning (In DTV signal source)

Press [MENU] key, Select Channel > DTV Manual
Tuning, Press [OK] key to enter DTV Manual Tuning
menu, Press [4]/[P>] key to select channel, then press
[¥] key to select Search and press [OK] key to
confirm. During the search you may press [D]/[MENU]
key to interrupt the search and return to the last menu.

ATV Manual Tuning (In ATV signal source)

Press [MENU] key, Select Channel > ATV Manual
Tuning, Press [OK] key to enter ATV Manual Tuning
menu, Press [A/[¥] key to select Channel/Color
System/Sound System, and press [4]/[P>] key to
select which you wish. Select Search, press [€]/[P>]
key to search for low frequency or high frequency.
After selecting frequency, press [€]/[P] key to tune for
low frequency or high frequency. During manual
searching, you can press [©D)/[MENU] key to interrupt
the search and return to the last menu.

REC option

In DTV mode, Press [REC] key, REC option menu
shows on the screen, and system begin recording right
now. Press [D] key to stop and quit recording; Press
[MENU] key and select Setting > Record List, then
you can select the file you want to play, and press [OK]
key to play it.

Icon Description
p | Play: Play.

Il | Stop: Stop and quit.

Il | Pause: Pause.
<«

Rev: Fast back, press [P11] key to play
normally.

FF: Fast forward, press [»11] key to play
»>

normally.

@ | Time Play: Select time to play.

»

«

Forward: Make a 30S jump forward.
Backward: Make a 30S jump backward.

Note: The recording function can only support
memorizer with FAT32 file system. Memorizer with
other file systems need to be formatted; Before
formatting memorizer, back-up useful data because



the content of memorizer can not recover after
formatting.

Time Shift option

In DTV mode, Press [T-Shift] key, Time Shift option
menu shows on the screen and the program is in
suspended state. Press [p11] key to resume play
program. Press [D] key to stop and quit time-shift.
When user leaves program for a short time, time-shift
function can suspend and cache the playing program
to U disk. When user resumes playing, the program
can continue to be played.

Icon Description

» Play: Play.

Il | Stop: Stop and quit.

Il | Pause: Pause.

Rev: Fast back, press [PI] key to play

« normally.
FF: Fast forward, press [»l1] key to play
> normally.
@ | Time Play: Select time to play.
3] Forward: Make a 30S jump forward.
|4 | Backward: Make a 30S jump backward.

Instructions for Intelligent
Platform Operation

Basic Operations

Press [#] key to show the home page.

1. Press [A}[V)/[4]/[»>] key to select an

application;

2. Press [OK] key to run the application;

3. Press [D] key to return to previous page;
* Special Tips

The operations in smart mode are complicated.
The user can install Apps with different operation
methods, and the operations described in this manual
are for reference only. Part of applications need
external equipment to run normally. Certain functions
are invalid from the remote control. For more
convenient operation, please operate with USB mouse
and keyboard.
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Quick Start

Before using this device, please get familiar with
the operations below for better experience.

Mouse Control

1. Click: Click the mouse and release immediately;

2. Press and hold: Click the mouse and hold for at
least three seconds;

3. Clicking the left mouse key has the same effect
as pressing [OK] key on the remote control;

4. Clicking the right mouse key has the same effect
as pressing [D] key on the remote control.

Language input setting

Language: In the smart mode, select the system
language. Select 4} > Language, and press [OK] key.
Press [A]/[V¥] key to select the desired language, and
then press [OK] key.

Selecting Input Method: In the smart mode,
select £} > All Settings > Preferences > Keyboard
>Current Keyboard , and press [OK] key ,then press
[A]/[¥] key to choose input method in the submenu;
you can also download and install third party input
method.

Setting System Time: In the smart mode,
select 4 > Time > Automatic date&time, then the
network-provided time will be used by choosing Use

network-provided time, and the TV-provided time
will be used by choosing Use transport stream-
provided time. You can also set the system time

manually.

Smart Applications

Browser: You can use the browser to show the
text, video, audio and other information on the
Internet.

Before accessing the Internet, please connect your
TV set to the Internet; refer to “Network Settings" for
details.

Back to the previous webpage.

\
\
o
@ Go forward to the next webpage.
© | Refresh the webpage.




Webpage window of the browser.
Close the current webpage window.
Add a new webpage window.

Input box for URL.

Option for adding a bookmark.
Input option of URL.

Menu option of browser.

Option for viewing bookmark.

600000

B How to access web address?

Press [A]/[Y]/[4]/[»] key to select the address
bar, and type the web address in the address bar, then
select the [Go] icon in the input method, and press
[OK] key to access the web address.

B How to save a page in the Bookmark?

Select the icon the browser interface, and press
[OK] key to enter the browser tab and web address.
Select Account, and press [OK] key. Press [A)/[V¥]
key to select the account for storage, and then press
[OK] key. Select OK, and then press [OK] key to add
the bookmark.

B How to copy and paste the text in the web
page?

Place the cursor on the text to copied, then press
and hold the left mouse key. When the pair of selecting
cursors appears on the screen, drag the cursor to
select the text. Select COPY on the screen, and click
the left mouse key. Select the target position, press
and hold the left mouse key, and click PASTE in the
popup dialog box.

Apk Installer: The Apk installer helps users
manage applications, and allows users to install or
uninstall apps in local disk.

Note: Select > All Settings > Personal >
Security & restrictions > Unknown sources and set
File Manager as Allowed to allow installation of app
from unknown sources.

B How to install an application?

Select TV Assistant > File Management and
press [OK] key to enter, then press [A)/[Y]/[4]/[>]
key to select lﬁn and press [OK] key to enter. Select
the target installation file in local disk, and a dialogue
of “Confirm whether to install the APK file?” displays
on the screen after press [OK] key. Select OK and
press [OK] key to confirm, then select Install and
press [OK] key.

B How to uninstall an application?

Select TV Assistant > Memory Management and
press [OK] key to enter. Select Uninstall and press
[OK] key, then select the application to be removed
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and press [MENU] key. Select Uninstall, and press
[OK] key, then the system will uninstall the application
automatically.

Multimedia Player: In smart mode, select
Recommend > Multimedia in the main interface, and
press [OK] key to run. Select the file type from All,
Video, Music and Picture.

B Playing Files in local disk device: Before
playing files in the local disk, insert the USB mass
storage device into the USB interface.

Select local disk device in the file directory, and
press [OK] key to enter. Select the target folder or file,
press [OK] key to enter the folder or play the file, and
press [D] key to return to the desktop.

Attention:

. Unstandard USB devices can't be recognized
probably; in this case, please replace a standard
USB device;

. The stream media system has certain restriction

on the format of files; the playing will be

abnormal if it is out of the system restriction;

Do not remove the USB device while playing, or

else the system or device may have problem;

Before replace the USB device, please turn off

the machine's power supply;

. The system supports standard USB1.1 and

USB2.0 devices, such as USB mass storage

devices and removable hard disks;

The maximum output current of the USB port of

this device is 500mA, and the self-protection will

be enabled if it is beyond this limit; please use
external power supply if an external device of
higher current will be connected;

. The system is complicated; when it is reading or
playing files, the screen may be still or certain
functions may be invalid due to the compatibility
and stability of the USB device; in this case,
please turn off the device and re-initialize the
system.

Press [INFO] key can display or hide toolbar, While
playing, select the menu option which you want, and
press [OK] key to perform the operation; you can press
[D] key to exit playing, or press [ p111/[ B)/[ 1<)/ [PP]
key on the remote control to perform shortcut
operation.

N
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Network Settings
Wi-Fi

. In smart mode, select €t > Network, and press
[OK] key, then press [A)/[¥] key to choose Wi-Fi
switch. Press [OK] key, then the machine
automatically search for nearby wireless network
signal. The network searched without & icon
indicate that the machine connects to the
network without a password. The network with jg
icon indicate that it is encrypted and you must
enter the correct password to connect to the
network.

. Select the network which you want to select in

the network list, and press [OK] key;

Type network connecting password in the
Password box, then select Next and press [OK]

key to connect to network;

4. If your router does not support obtaining an IP

address automatically, you need to select IP

settings > STATIC, and press [OK] key to

confirm;

Enter the IP address, gateway, network prefix

length and DNS;

. Select Next again and press [OK] key to connect
to the network.

N
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Ethernet:

. Select £t > Network > Ethernet;

. If your devices does not support automatically

obtain an IP address, you need to select IP

settings > STATIC, and press [OK] key to

confirm;

Enter the IP address, Gateway, Network Prefix

Length and DNS;

4. Select Next again and press [OK] key to connect
to the network.

N =

I

Portable hotspot

. Select £} > Network > Portable hotspot and
press [OK] key;

Select Portable Wi-Fi hotspot and press [OK]
key to turn on the function;

Select Set up Wi-Fi hotspot, press [OK] key;

. Enter the hotspot name in the network name
field; The system recognizes it as "AndroidAP";
In the security field, press [OK] key to select
security type. When the security type was
selected as None , anyone who search out your
network does not need a password to connect
to the network. If you select WPA2 PSK
encryption, you need to enter a password more

-

N
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than eight characters. Anyone who search out
your shared Wi-Fi network need to enter the
correct password to connect to your network;
. You can type a password in the password frame
for yourself;
Select SAVE and press [OK] key to save the
settings, then other Wi-Fi devices in search for
Wi-Fi networks will search your network in the
area.

(o]
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Important Statement on
Network Services

All contents and services obtained from this TV set
belong to the third party and are protected by laws on
copyright, patent right, trademark right and/or other
intellectual property right. The said contents and
services are only for your non-commercial purposes. It
is not allowed to use any content or service without the
authorization of the content owner or the service
provider.

Our company will undertake no liability for any
direct, indirect and accidental losses or damages
caused by your or a third party's access to any content
or service or any information or any third party
software through this set under any circumstances.

Third party service may be changed, deleted or
stopped without prior notice. Our company neither
implies nor guarantees the continuous availability of
some service or content within any period of time.

Our company is not held responsible for services
related to the said service and content. Besides, we
will not bear any liability for client service. Please
directly contact relevant content and service providers
if you have any problem and service request
concerning relevant service or content.
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Troubleshooting

= Snowflake spots occur in the TV images and
there is noise in accompanying sound.
1. Check if the antenna plug is loose or the cable is
in good condition.
2. Check the antenna type (VHF/UHF).
3. Adjust the direction and position of the antenna.
4. Try to use signal enhancer.

= There is neither display nor sound on the screen.

The indication light is not on.
Check if the power line is connected.
® Dotted line or strip disturbance occurs in TV
images.
Do not use electric hair dryer aside the TV
set and adjust the antenna direction to reduce
disturbance.
= Double images occur on the TV screen.
1. Use high oriented antenna.
2. Adjust the direction of the antenna.
= The images are colorless.
Enter "Picture” setting to increase color saturation.
= The TV has no accompanying sound.
1. Adjust the volume to a proper degree.
2. Press [MUTE] key on the remote control to cancel
mute mode.
= No signal input images show on the machine
screen. The indicator light is blinking.
1.Check if the signal connecting cable is loose or
falls off. Reconnect it.
2.The machine may be in standby mode, please
reboot.
= The remote control distance is short or out of
control.
1. Remove the object to avoid blocking the remote
control receiving window.
2. Replace the battery.
® The browser cannot access any link.
1. Ask the network administrator to obtain available
IP address and other parameters.
2. Check if the network connecting cable is normally
connected.
3. Consult the network service provider.
= Online video play is very slow.
1. Please upgrade your network bandwidth to a
higher one.
2. Please try to replace with other addresses to
obtain better resources.
= Machine is slow, system crash, can't operate the
machine.
Disconnect the power supply first, and connect the
power supply after about 1-2 minutes, then turn on
the TV again.

Technical Specifications

Master unit
For TV VINGA 43”
43"
Max. Resolution 1920 X 1080
Best Resolution 1920 X 1080@60Hz

Power Supply

100-240VAC 60/50Hz

Power Consumption of Speaker | 8W+8W
Operating environment:

Temperature 5C~40°C
RH 10%~85%

Atmospheric pressure 86kPa~106kPa

Storage environment:
Temperature

RH

Atmospheric pressure

-20°C~55TC
5%~95%
86kPa~106kPa

Dimension (LXWXH) and Weight

Excluding base | Unpacking: 968 X 73 X 564(mm?®)

Unpacking: 968 X 235 X 619(mm?°)
Packing: 1085 X 140 X 661(mm®)
Net Weight: 7kg

Gross Weight: 9kg

Including base

Operating environment:
Temperature: 5°C~40C

RH: 10%~85%

Atmospheric pressure: 86kPa~106kPa
Storage environment:

Temperature: -20°C~55C

RH: 5%~95%

Atmospheric pressure: 86kPa~106kPa

HDMI display mode

VESA mode
NO. Mode Resolution | Refresh rate
1 VGA 640X480 60Hz
2 SVGA 800X600 60Hz
3 XGA 1024 X768 60Hz
4 SXGA | 1280X1024 60Hz
5 WXGA 1600X900 60Hz
6 WUXGA | 1920X1080 60Hz

Power management

Mode Power Consumption
Normal working <75W
Standby <0.5W
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Master unit

For TV VINGA 32”

327

Max. Resolution 1366 X 768

Best Resolution 1360 X 768@60Hz

Power Supply 100-240VAC 60/50Hz

Power Consumption of Speaker | 6W+6W

Dimension (LXWXH) and Weight

Excluding base | Unpacking: 731X 68 X 433(mm”)

Unpacking: 731X 178 X 486(mm°)
Packing: 835X 132X 514(mm®)
Net Weight: 3.9kg

Gross Weight: 5.3kg

Including base

Operating environment:
Temperature: 5C~40°C

RH: 10%~85%

Atmospheric pressure: 86kPa~106kPa
Storage environment:

Temperature: -20°C~55°C

RH: 5%~95%

Atmospheric pressure: 86kPa~106kPa

HDMI display mode

VESA mode
NO. Mode Resolution | Refresh rate
1 VGA 720X400 70Hz
2 640X480 60Hz
3 SVGA 800X600 60Hz
4 XGA 1024 X768 60Hz
5 WXGA 1360X768 60Hz

Power management

Mode Power Consumption
Normal working <55W
Standby <0.5W

Technical specifications for TV

. Supported standard:

ATV: PAL D/K, |, B/G, SECAM D/K, B/G;

DTV: DVB-T/T2/C(DVB-S/S2 option).

Antenna input: 75Q coax, unbalanced.

AV video input: 75Q, 1£0.1Vp-p, RCA terminal.
AV audio input: 20KQ, 0.2~2Vrms.

HDMI video input: 480i, 480P, 576i, 576P, 720P,
1080i, 1080P.

. Specific internal memory capacity in accordance
with actual configuration.

N
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7. Specific cache capacity in accordance with actual
configuration.

8. Wireless connection: Wi-Fi (IEEE 802.11 b/g/n).

9. Intelligent operating system: Android.

Use of a TV wall mounting

A Warning

e Please purchase a suitable TV wall mount when
mounting your TV on the wall.

e Ensure that the bearing capacity of the wall for
mount installation is no less than 4 times the weight
of the TV set and the wall mount so as to avoid
falling.

e Please refer to the instructions provided with the TV
set and wall mount for installation.

o Make sure there is no cable or conduit in the wall
section where a wall mount will be installed.

e Please entrust a professional technician to complete
installation. The company shall not be liable for
accidents, personal injury or damage caused by
improper installation of TV set.

For TV VINGA 43”
H
Up
v — 1
Bottom
N |
LT I s il
Wall mount Wall mount
v Y
L1 L1
L 5
Up Bottom

L1: Thickness of wall mount L1": Thickness of wall mount

Distance between holes Required screws
on the wall(HXV)(mm) | (recommended bolt length)(mm)

Up: 2 x M6 (26.5+L1<L<30+L1),
Machine screws
Bottom: 2 x M6 (5+L1'<L'<7+L1"),
Flat tail self-tapping screws

43": 400 x 200
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For TV VINGA 32”

Base Installation Instructions

iz

Put the machine flat first, distinguish left and right
base and base installation front and back direction,
then install the bases in the bottom of the machine

< = Up back cover as arrow direction in figure. Align screw
Vt < Bottom holes, then fasten screws (notice that base module
I has to be adjusted at figure status, otherwise it cannot

B [ T =" ] be installed in.)

Wall mount Wall mount For TV VINGA 43”
p \

Up Bottom
L1: Thickness of wall mount L1": Thickness of wall mount
Distance between holes Required screws

on the wall(HXV)(mm) | (recommended bolt length)(mm)

Up: 2XM4 (L=8+L1),
Machine screws

321 75%T5 Bottom: 2X M4 (L=8+L1"),
Flat tail self-tapping screws
"y Screw
\. J
Note: For TV VINGA 32”

e If any screws are found in the screw hole for wall 4 \
mount behind the TV set before installing the wall S
mount, the screws shall be removed and put in place
for later use.

e Please buy the wall screws according to the actual
situation.

o If there are flat tail self-tapping screws in the
accessories, please decide whether it is suitable for
use according to the actual situation of the wall
mount.

43": M6x8 flat tail self-tapping screws 2pcs(option)

4 screw

Remark: The actual base and machine appearance
may be different from pictures; please refer to the
actual device.
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FAPAHTIAHUIA TAJIOH

Tenesizop VINGA

Mopenb

CepiltHnin Homep

FapaHTiHWI TEPMIH

NMPOAABELLb

Ha3ga

Anpeca

TenedoH

[ata npogaxy

M.1.6. meHepxepa

Bupi6 nepesipeHo B npucyTHocTi Mokynus, 3 ymoBaMu rapaHTii
Ta eKCrJlyaTauii O3HailOMJIEHUIA Ta 3rofeH.

M.1.B. niannc nokynus/ynoBHOBaXeHoi 0cobu

YBArTA!

[apPaHTIMHWI TanoH € OINCHUM TiNbKM 3a HAasSiBHOCTI MeYaToOK BUPOOHMKA Ta MPOAaBLS Ha
L CTOpPIHLI, Ta NiANNCY MOKYMLS, WO 3aCBiAYyeE 3rofy 3 yMOBaMM rapaHTil.
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[ata npunomy

O3Haku pedekTty

(3i cnis BnacHmka)

1.1.6 mancTpa, niannc

[.1.b knienTa, nignuc

BrkoOHaHi po6oTu

JaTa Bngaui

M.1.b mancTpa, niznmc

M.1.b knieHTa, nignunc

[ata npunomy

O3Haku pedekTty

(3i cniB BnacHwKa)

M1.1.6 mancTpa, niannc

.1.b knieHTa, nignuc

BrkoHaHi po6oTun

[aTa Bnoaui

[1.1.6 mancTpa, niannc

[.1.b knieHTa, nignmnc

[ata npunomy

O3Haku gedekTty

(3i cniB BnacHuka)

M.1.b mancTpa, nignmc

M.1.b knieHTa, nignuc

BukoHaHi po6oTtu

[aTa Bnpavi

IM1.1.6 mancTpa, nignuc

.I.b knieHTa, nignnc
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VINGA.UA FACEBOOK YOUTUBE

ToproBa mapka: VINGA.

Bupo6HuK:

LWEHbAXEHb KTC TEXHONOOXI KO., NTA
Apnpeca: HopcepH Byx Poap, baHkcyeraHr
IHpycTpian Apea, byxu, LLleHbaxeHb, Kutan

ImnopTep B YKpaiHi:

T3OB "KOMEN", YkpaiHa, 01054,

M. KuiB, LLleB4E€HKIBCbKMIA PaiioH,
Byn. AmuTtpiBcbka, 6ya. Ne 35-A, kB.1

Trademark: VINGA.

Manufacturer:

SHENZHEN KTC TECHNOLOGY CO., LTD
Address: Northern Wuhe Road, Banxuegang
Industrial Area, Buji, Shenzhen, China

EU importer: 3
GP2C Trading OU, Estonia, Tallinn,
Narva Road 7-634, post code 10117



